
HD 5in1 DVR (XVR): 

FL-HD-5080 

Model FL-HD-5080 

Channel Mode | Playback 
/fps  

8 * 5M/11 + 0| 8 * 5M/11 
4 * 8M/15 + 0| 4 * 8M/15 

4 * 5M/11 + 4 * 5M/25| 4 * 5M/25 
0 + 16 * 1080P/25| 8 * 1080P/25 

0 + 8 * 3M/25|8 * 3M/25 
 

The stream is limited to 12M in the 
pure NVR mode  

CPU Hisilicon 3531A 

System H.264 , H264+,Embedded Linux  

Recording CH 8ch  

Simultaneous playback  MAX 8ch  

Audio in  4/1 

Alarm  NO 

Storage  1 HDD up to 6TB  

Remote Access  
Supports multiple web browsers, CMS, 

Mobile phone operating system 
(iPhone, Android)  

PTZ  
1 * RS485 (Pan, Tilt, Zoom, Preset, 

Cruise, Trace)  

Network  10 / 100 Mbps Ethernet (RJ-45)  

Remote Control  NO 

Power  DC12V / 2A  

Operation Environment 
﹣10 ~ 60， 

10% ~ 90%（humidity） 

Key Features: 
 
 5 in 1 HD DVR (XVR) 

 Connectable to AHD/TVI/CVI/CVBS/IP 

 Auto Detection camera video signal 

 HDMI output at up to 5.0MP resolution  

 1 SATA interface (up to 6 TB capacity per HDD)  

 P2P 
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