
Model  FL-NV-4404PRO 

Recording Bandwidth Max 50 Mbps 

Recording Resolution  8MP,5MP, 3MP ,2MP(1080P),1.3MP(960P),1.0MP(720P)  

Display split 1/4 

Live/Playback Performance     

Max 2ch total:4K@30fps 
Max 3ch total:5MP@45fps 

4MP@60fps 
3MP@75fps  
2MP@120fps     

Output Interface 1 HDMI (up to 4K) , 1 VGA 

Display Resolution 
1024*768 , 1280*720 , 1280*1024 , 1440*900 

1920*1080 , 2560*1440 , 3840*2160  

Alarm Input/Output NO 

Ethernet RJ45 Port (1000 Mbps) 

Smart Phone ios/Android 

Internal HDD 1 SATA HDD, up to 6TB (max 8TB ) 

RS485 NO 

e-SATA NO 

Line In NO 

USB 2 * USB 2.0 

Onvif YES 

Power Consumption (Excluding HDD) 5 Watt 

Power Supply 
DC 48 V / 1.2 A 

POE Switch : 48 V 

300X227X53 mm  Dimension (W×D×H) 

Key Features: 
 
 IP camera input: 4ch. 50Mbps 

 5Mp models IP Camera input: 4ch. 24MB/s   

 Decoding: 4ch.D1 / 4ch.720P/4ch.1080P/4ch 5mp @ 25fps 

 IP Resolution:8MP/5MP/4MP/3MP/1080P/720P 

 2ch 4K realtime playback 

 H.265+ compression way auto adjust with IPC 

 HDMI 1.4a, support 3840*2160 resolution 

 Protocol support: ONVIF, HIK,Dahua,XM, etc. 

 P2P,Web 2.0, 1SATA , each SATA  support 8TB 

 Dropbox, Cloud Storage, startup Wizard, QR Code 

 Professional Inteligent Options : Face Detection, People and 

vehicle Counter, Line Crossing, Allow And Deny List, etc 
 

FL-NV-4404PRO 
Professional Series 

4CH FULL POE 


