FALKEN

Model FD-1116
Live/fps 16 * 1080N/25 fps
Record/fps 16 * 1080N/25 fps
Playback/fps 4 * 1080N/25 fps
5
in 1 1080N| | H.265X CPU Hisilicon 3521A
Auto Detect
System H.265X , Embedded Linux
—
o) | d: . |
D 10 TB Real Time Recording ch. 16ch
SATA HDD
Simultaneous playback 4ch
Audio in 1
Key Features: Alarm N/A
e 5in1HDDVR (XVR) Storage 1 HDD up to 10TB
e Connectable to AHD/TVI/CVI/CVBS/IP Supports multiple web browsers
e  Auto Detection camera video signal (Mozilla firefox, Chrome,....), BMS
. Remote Access . .
o  HDMI output at up to 1920 x 1080 resolution Mobile phone operating system
e 1SATA interface (up to 10 TB capacity per HDD) (iPhone, Android)
e P2P, 1ch Audio 1 * RS485 (Pan, Tilt, Zoom, Preset,
PTZ .
Cruise, Trace)
Network 10/ 100 Mbps Ethernet (RJ-45)
[
HD XVR Ser,es Remote Control NO
AHD, HD-CVI, HD-TVI, CVBS, IP
Power DC12V /2A

. . - 10~ 60,
Operation Environment o
10% ~ 90% Chumidity)

Easy setup wizard for A ) Compatible with all
step by step instalation Auto Detect video signal popular HD cameras


https://oone.ir/product/دی-وی-آر-2-مگاپیکسل-16-کانال-1080n-2/

