
HD WARMLIGHT Bullet Camera Series: 

FC-1150-W (5.0MP) 

Model FC-1150-W  

Image Sensor 
5.0 Mega Pixel 

1/2.7" color GC 2053 CMOS 

Resolution 2560x1920 

Image System PAL/NTSC 

Minimum illumination 
Color: 0.1 lux @ (F2.1, AGC ON), 0 lux 

with IR 

IR LEDs 

2 PCS 3500K soft  Warm Light , softer 

Light , to be Light yellow which aovid 
dazzling 

illumination distance 20M 

Warmlight YES 

Video Output AHD/TVI/CVI 5MP /CVBS  960H 

OSD Menu YES 

Frame rate 5MP@20fps 

D&N Support ICR 

SNR >52dB（AGC off）  

Electronic shutter 
PAL: 1/25 s to 1/50,000 s; NTSC: 1/30 s 

to 1/50,000 s 

Auto-gain Support  

White Balance Auto 

Power DC12V（±10%） 

Operation Environment 
﹣20 ~ 55， 

10% ~ 90%（humidity） 

Key Features: 
 
 AHD/TVI/CVI/CVBS  Video Output 

 5MP high resolution  
 No Delay,Lossless,Long Distance transmission 

Up to 400 meters 

 Fixed 3.6mm Lens 
 Support low illumination,warm light day night 

full color 

 3D DNR & DWDR & BLC  
 Applicable to the Financial Departments, Tele-

communications, Government, schools, air-
ports, factory, Hotels , Museum, Public trans-
portation and Other places. 

 IP66, Metal case 
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