
Model  FL-NV-1616 

Recording Bandwidth Max 192Mbps 

Recording Resolution  8MP,5MP, 3MP ,2MP(1080P),1.3MP(960P),1.0MP(720P)  

Display split 1/4/6/8/9/10/13/14/16 

Max. Decode Capability  16ch 1080P@30FPS  

Output Interface 1 HDMI (up to 4K) , 1 VGA (1920*1080) 

Display Resolution 
3840*2160 , 2560*1440 , 1920*1080 , 1440*900 , 1280*1024 , 

1280*720 , 1024*768  

Intelligence Feature  1CH Face Detection or 1CH Intrusion Detection  

Ethernet 1 RJ45;10M/100M/1000M Suitable Ethernet Port  

Smart Phone ios/Android 

Internal HDD 2 SATA HDD, Unlimited  

USB 1x USB 2.0 for backup/upgrade , 1x USB 2.0 for mouse 

Onvif YES 

Power Consumption (Excluding HDD) 6 Watt 

Power Supply 110V~220V±10% 47Hz～63Hz  

Dimension (W×D×H) 405*365*123mm  

Key Features: 
 

 IP camera input: 16ch. 192 Mbps 

 Max. Decode Capability: 16ch 1080P@30FPS  

 IP Resolution:8MP/5MP/4MP/3MP/1080P/720P 

 Support up to 8MP IPC live view, recording and playback 

 H.265 compression, support access to H.265 and H.264 IPC  

 HDMI support 4K resolution, VGA  up to 1920*1080  

 Protocol support: ONVIF, HIK,Dahua,XM, etc. 

 P2P,Web, 2SATA , and the capability of HDD is unlimited  

 Dropbox, Cloud Storage, startup Wizard, QR Code 

 Support intelligent analysis, some models support 1ch face 

detection or 1ch perimeter detection, and then it can realize 
retrieval and video playback based on face data or perimeter 
events 

 Support up to 200 meters power supply and data transmis-

sion 
 
 

FL-NV-1616 
16CH Full POE 

https://oone.ir/product/fl-nv-1616/

